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Abstract
Textile reinforcement structure plays an important role in the reinforcement/composite 
performances during the composite manufacturing and in-service life of the composite 
material. Structures with a three-dimensional (3D) fiber topology are desired due to their 
superior multiaxial performance and efforts have been made to modify 2D textile tech-
nologies to produce complex 3D shapes. Most of these 3D solutions are based on the 
principle of adding out-of-plane reinforcements to a planar 2D fabric. Well-established 
3D textile methods such as braiding and knitting have also been demonstrated to directly 
produce near net-shape structures. To understand these potentialities, the first section of 
this chapter will present the several textile technologies with strengths and weaknesses 
of these processes to manufacture technical reinforcements for composite applications. 
In the following sections, several applications with specific textile architectures will be 
given, in particular, the applications of the through-the-thickness reinforcement and 3D 
textile ply during the composite manufacturing.
Keywords: textile reinforcement, 3D fabric, tufting, 3D surface weaving, forming
1. Introduction
The definition of textile reinforcement is an essential factor during composite manufacturing and 
for the performance of composite material. The step of the impregnation of the reinforcement is 
governed by its porosity (size and distribution) [1]. Porosities can be controlled by the perme-
ability defined as the ability of the reinforcement to transmit fluids [2]. Permeability behavior of 
reinforcing textiles is a strong function of the textile’s complex architecture [3] and depends on 
the fiber volume fraction. For the specifications of composite materials, load transfer from the 
matrix to the reinforcement is governed by the fiber orientation, which plays a paramount role 
© 2017 The Author(s). Licensee InTech. This chapter is distributed under the terms of the Creative Commons
Attribution License (http://creativecommons.org/licenses/by/3.0), which permits unrestricted use,
distribution, and reproduction in any medium, provided the original work is properly cited.
in the composite stiffness [4]. Fiber direction and fiber volume fraction must be managed during 
the manufacturing process of composite materials. Resin transfer molding (RTM) [5] is one of 
the main manufacturing processes to produce composite parts for the transport industries [6].
A lot of experimental and numerical studies [7–11] concerning the draping stage of dry rein-
forcement, the first step of RTM process, were carried out to analyze the deformability of dif-
ferent reinforcements on specific tools. Research works have been published about the textile 
composite forming of hemispherical [12, 13], double-dome [14], tetrahedral shapes [15], and 
also with square box [16]. On these complex shapes, this preforming stage modifies the main 
parameters as fiber direction and fiber volume fraction and consequently has a significant 
influence on the resin flow impregnation and on the characteristics of the final composite 
part. The behavior of highly aligned reinforcements (woven, braided knitted, etc.) during the 
preforming step is characterized by complex coupled tensile, in-plane shear, and bending, but 
also by compaction deformations. Criteria to define the feasibility to realize a particular shape 
are based on limits of these deformations, such as the locking angle [17] for the in-plane shear 
behavior. All these studies have shown that the reinforcement architecture is a main param-
eter to predict the feasibility forming conditions and to prevent the manufacturing defects.
During the manufacturing of composite parts, defects may be introduced in their structure. 
Potter et al. [18] have presented a taxonomy of defect states that may have adverse impacts on 
the performance of composite parts. During the first step of the RTM process (preforming stage), 
with the use of full-field optical measurements of strains, the detection of defects is possible, as 
wrinkles [19], nonhomogeneity of the fiber density, and if the discontinuity of the preform due 
to sliding of tows takes place. The quantification of different level of strains in tension or in-plane 
shear can be also analyzed for the mechanical state of the preform. At mesoscopic scale, tows mis-
alignment in the plane of the fabric or tow buckles that are defined as out-of-plane misalignment 
[20, 21] can be investigated. This presentation of defects could not be complete without mention-
ing the difficulties associated to the preforming of multilayer dry textile reinforcement, or thick 
as preforms as those used in high-tech industrial domains, such as automotive and aerospace 
industries, for instance, fan blades developed by Snecma [22]. In the literature, the preforming 
of multilayer dry textile reinforcements has been one of the main subjects [10, 11, 23]. In the 
considered forming parameters of multilayers, the number and the orientation of each ply must 
be taken into account. The study presented in Ref. [8] shows that preforming of multilayer is not 
yet controlled and demonstrate the influence of the layer orientations especially on the draw-in 
and finally on the final shape. The interply behavior is used, for example, with the identification 
of friction laws, through numerical and experimental studies [24, 25]. However, these studies 
estimated criteria of forming only on the top or bottom ply and did not measure the quantities 
in each ply of the multilayer. When these defects manifest during forming applications (and also 
thermostamping [23, 26]), it can be controlled by the addition of lateral restraint (e.g., matched 
die) or modification of forming temperature, tooling velocity, contact-to-free edge distance (e.g., 
blank size), and pretensioning (e.g., binder pressure) [27, 28]. Parametric studies are developed 
to study independently the effect of each of these parameters on final part quality; especially, 
experimental approaches lead to well understand the influence of the processing conditions to 
fabricate defect-free preform, as for example, the effect of blank-holder [29]. The development of 
numerical tools, by finite element simulation, can be an effective approach to take into account 
whole coupling parameters, to avoid experimental trial and error, and finally define optimal 
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configurations of these parameters. If research works were concerned the efficiency of the modi-
fication of forming process parameters to avoid/reduce these defects, the influence of specifically 
the nature and the architecture of dry preform during the preforming is less analyzed.
Studies concerning, separately, the preforming of carbon, glass, and also natural fiber textiles 
in woven fabrics [12], nonwoven fabrics [30], noncrimp fabrics [24, 31], three-dimensional (3D) 
interlock [12, 32], weft-knitted fabric [25], UD [33], or also braided reinforcements [34] can be 
found in the literature. These studies show that there is a very wide range of types of reinforce-
ments from high performance fibers such as carbon, glass, or aramid fibers to natural or hybrid 
(as comingled [35]) fibers, which can be used to manufacture composite materials [36]. These 
reinforcements are developed from textile technologies, as weaving, knitting, breading, or non-
woven manufacturing processes, and have different mechanical properties, especially during the 
preforming step. The classification of these reinforcement architectures, in the textile literature, 
is based first on the technologies used but also on the fiber topology, e.g., the number of fiber 
directions [37, 38], but conventional laminated composite has fibers oriented only in the plane 
of the laminate and is therefore vulnerable to delamination. Due to the inclusion of the through-
thickness yarns, three-dimensional (3D) fiber reinforced composites have several advantages 
over traditional two-dimensional (2D) composites such as elevated fracture toughness, better 
interlaminar fracture toughness, higher damage tolerance, impact resistance, and tensile strain-
to-failure [39]. Due to the complexity and diversity [40] of these 3D composite architectures [41], 
the performance and efficacy of these 3D composite in service are predicted early from numerical 
computational work. In order to validate the computational results and gauge the influence of the 
through-thickness fibers on the in-plane and out-plane mechanical properties, numerous authors 
have worked on the identification of the mechanical properties of 3D reinforced composites [42]. 
Transverse cracking and propagation of delamination have been studied earlier with the help 
of digital image correlation (DIC), which maps the surface strain distribution [43]. Moreover, to 
describe the complex 3D preform architecture, X-ray microcomputed tomography has also been 
used [44]. Consequently, efforts have been made to modify 2D textile technologies to manufac-
ture complex 3D preform [37, 38]. Most of these 3D solutions are based on the principle of adding 
out-of-plane reinforcements to a planar 2D fabrics, examples include z-pinning [45], interlock-
weaving [46], stitching [47], or tufting [48].Well-established 3D textile methods such as braiding 
[49], weaving [40, 46], and knitting [50] have also been demonstrated to directly produce near 
net-shape structures. The control of these textile technologies that are able to manufacture 3D 
preform is absolutely necessary to avoid damage occurring by the insertion of the through-the-
thickness reinforcement and consequently decreasing  mechanical  properties of 3D composites.
To describe potentialities of 3D preform reinforcement especially during manufacturing steps 
of composite materials, this chapter focused on applications. In the second section, the several 
textile technologies will be presented in fact to understand architecture of reinforcements and its 
influences on their properties. Strengths and weaknesses of these processes will be given. In the 
third section of this chapter, an example of through-the-thickness reinforcement by tufting will 
be described specifically for the preforming step of the RTM process. Experimental comparisons 
between untufted and tufted samples subjected to hemispherical preforming will be compared 
to minimize defects as interlayer sliding or excessive draw-in. In the latest section, concerning 
the manufacturing of a square box part, two methods are compared: the classical preforming 
realized experimentally by a specific preforming device and the surface 3D weaving able to 
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deposit the warp and weft yarns perfectly perpendicular on all of the surfaces of the final 3D ply. 
Fiber orientations as well as wrinkles and in-plane shear angles are analyzed and compared for 
each preform obtained. Conclusions and prospects finish this chapter.
2. Classification of preform architecture
Several points need to be remembered to introduce textile reinforcement classifications. (1) In 
a composite material, the fiber contributes mainly to the mechanical performances of the final 
parts. The positions and orientations of the fibers are critical to the mechanics of final parts. (2) 
The textile structure and the composite part should be distinguished. The textile structure is 
so-called dry: it is a semiproduct. The composite part is composed of the impregnated textile 
structure of polymerized matrix or reconsolidated matrix. (3) Textile structures are funda-
mentally multiscale materials in which the macroscopic mechanical behavior of the structure 
is directly inherited behavior at lower scales. Three scales of observation of the reinforcement 
are generally recognized (Figure 1): microscopic scale (scale of fiber), mesoscopic scale (scale 
of the tow and the structure pattern), and macroscopic scale (scale of the whole part).
The textile structures are very diverse although traditionally classified into the four main 
technologies: weaving, knitting, braiding, and nonwoven. There are many ways of classifying 
textile structures:
• by construction technology: weaving, knitting, braiding, and nonwovens according to their 
dimensionality: 1D, 2D, 3D,… [51]
• by number of orientations: monoaxial, biaxial,…
Different classifications have been suggested for the fiber reinforcement architecture in order 
to help the designer to select the architecture that respond to the cost and performance require-
ments. These classifications are based on the structural integrity and fiber linearity and con-
tinuity, fiber orientation, or the textile manufacturing technology. The conventional textile 
technologies have significantly evolved over the last century, especially by using technical 
fibers as glass or carbon fibers. However, some limitations are associated with the employment 
of conventional textile processes in technical fiber manufacturing reinforcement preforms, as 
the high degradation of technical fiber/yarn on the conventional textile machineries are occur-
ring, or either, the fact that conventional machineries allow only the production of planar (2D) 
Figure 1. The three levels of study woven fibrous reinforcements.
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or thin cylindrical preforms. It is possible to sort out the textile structures according to their 
size, i.e., size determined by fiber orientations.
The component of the textile structure is the fiber. It can be presented in the form of tape, 
roving, or yarn. The textile structure is a tangle of fibers. Let us agree that the twisted yarn 
or multifilament twisted or not is considered one-dimensional (1D), as in this longitudi-
nal direction, the stiffness is predominant. Therefore, size of textile structure is drawn by 
mechanical stiffness orientations, i.e., along fibers. Similarly, the fabric that is obtained by 
nonwoven technology, by weaving, knitting, or by flat braiding is considered in 2D as the 
fibers are almost oriented into one plane, associated rigidities membrane. A so-called conven-
tional 2D preform comprises fibers oriented in the main plane of the structure. For example, 
a conventional woven fabric, in the plane (X, Y), has fibers oriented along the X axe (said at 
0° angle) and transverse fibers, along the Y axe (said at 90° angle). Therefore, none are along 
the Z-axis, i.e., out of the plane (X, Y). The major advantage of a so-called 3D preform is that, 
having fibers in the “third direction,” the structure is generally more efficient because more 
mechanically efficient mechanically in this “third direction,” as explained by Mouritz et al. 
[37, 47, 52–54].
Recall that the reinforcement into a composite material serves to strengthen, i.e., to provide the 
mechanical properties of the composite part. Moreover, one possible definition of the “size” of 
a textile structure is given by the orientation of the fiber bundles that constitute it. In fact, the 
comparison and classification of textile preforms is a difficult task because of the diversity of 3D 
structures as shown in Figure 2. Fukuta and Aoki have classified textile preforms according to 
different criteria such as the fiber orientation, the method of manufacture, or the geometry of the 
final preform (see Figure 3). Besides, a growing number of Z-reinforcement methods are avail-
able. Integral techniques (3D knitting, 3D weaving, or braiding) must be distinguished from 
insertion of the Z-reinforcement. For Z-reinforcement techniques, the insertion in Z-direction 
is separate manufacturing steps after the initial preform lay-up. It is the case for the structural 
stitching, the tufting, the Z-pinning or either the Z-anchoring. Besides, integral techniques are 
developed for the manufacture of large-scale 3D reinforced laminates, and Z-reinforcement 
techniques are ideally suited for the localized Z-reinforcement of sections in the composite with 
high out-of-plane stress state. A new class of reinforcements has to be introduced. Let us call it 
2D+. A 2D+ structure is a structure where the thickness is greater than that of the 2D structures, 
but not as much as other dimensions. The 2D+ structures can be defined as structures where 
the thickness is greater than that of the 2D structures. For example, the woven structure called 
“interlock Aerotiss 2.5D” [55] is a bonding layer to chain interlock fabric layer having multiple 
layers in the thickness. A weave derived from the three-layer structure is carbon reinforcement, 
G1151, from Hexcel. Note that this structure is thicker than a simple fabric that tows bind the 
layers together. For interlock structures, the thickness is less negligible compared to the other 
dimensions and some are no longer just in the main plane (X, Y) of the structure.
In order to solve the problems associated with traditional laminated structures and especially 
their low interlaminar properties, much energy has been deployed in the past 50 years to develop 
composite structures with 3D reinforcements [37]. Many techniques can lead to the production 
of 3D textile architecture as 3D weaving, 3D braiding, and stitching. All these techniques are 
designed to obtain complex 3D shapes while providing improved mechanical performance. 
From all the classifications listed previously, a study of the typology of textile reinforcements is 
Three-Dimentional Textile Preform Using Advanced Textile Technologies for Composite Manufacturing
http://dx.doi.org/10.5772/intechopen.68175
165
Figure 2. List of textile structures by Ko and Du [56].
Figure 3. Classification by Fukuta and Aoki [57].
Textiles for Advanced Applications166
proposed in Figure 5 to classify preforms during the various developments. The purpose of this 
classification with respect to all those present in the literature is to situate new textile reinforce-
ment structures for composites. Moreover, the classification in Figure 5 also proposes a class 
for flat thick preforms as woven interlock: the 2D+ class. It makes a case for assembly preforms. 
These structures are 3D structured using even strengthened by assembly, whether by stitch-
ing, but also by tufting or nailing. The classification in Figure 4 explores unnamed geometric 
preforms. The main aim of the proposition presented in Figure 5 is to clarify what is called 3D. 
It should also help researchers to define where are set their objects.
Figure 5. Tufting process.
Figure 4. Classification of textile preforms.
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3. Reinforcement by tufting technology
In this subdivision, an example of through-the-thickness reinforcement technology is applied 
and examined for its influences during the preforming stage of the RTM process. For thick 
composite parts, multilayer dry textile reinforcements are deformed on tools associated with 
the geometry of the composite part to fabricate. The interply sliding is identified as a major 
forming defect during this phase of the procedure. Moreover, the manufacturing defects will 
be presented and especially on the influence of the layer orientations on the sliding and wrin-
kles, which are not acceptable for the final part.
3.1. Tufting process and tufted 3D reinforcements
Tufting technology has been developed based on the stitching technique (see Figure 5). The 
dry reinforcements are tufted together by yarn loops. Figure 5 shows a hollow needle passes 
through one side of dry preform without tension. When the hollow needle retracts, the tuft 
yarn is kept within the dry preform by friction and forms a loop. Tufting technology applies 
a formation of loops with a loose and almost stress-free presentation of the threading system 
that can bring down the stitching effect on the in-plane properties [55, 58]. Compared to the 
conventional stitching, tufting is much simpler as it does not require a second thread and lock 
the threads [58].
A specific tufting device developed in GEMTEX Laboratory is shown in Figure 6. Figure 6a 
shows the tufting equipment. Four principal parts of this equipment: tufting device, 
Figure 6. The tufting equipment (a) and zoom of the tufting head (b).
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presser foot device, thread feeding device, and framework are illustrated. The tufting 
needle linked to a pneumatic jack in order to well-control the tuft length. A presser foot 
situated next to the needle is carried by another pneumatic jack to apply a force per unit 
area on the preform in tufting process. The thread feeding device provides tufting yarn 
with a certain length and tautness. These devices are installed along a mobile framework 
to form the tufting head (see Figure 6b). During the tufting, stitch length, tufting density, 
tufting direction, and pressing of the presser foot can be well-controlled. The maximum 
tuft length 50 mm is used in the present study, which is decided by the range of the pneu-
matic jack. A change of needles can be selected according to the yarn performance and the 
cloth of the preform.
For the presented case, the reinforcement fabric is E-glass plain weave with an area density of 
157 ± 5 g/m2. The tested preforms were first laminated with four plies [±45°, 0°/90°]2. Table 1 
shows the preforms were tufted by TENAX® carbon yarn with different tufting densities cor-
responding to a tufting spacing. The tufting spacing is defined by the vertical distance of two 
neighbor tuft lines. One of the preforms after tufting is shown in Figure 7. The dimensions of 
the tested preforms are 280 × 280 × 1.0 mm3. As presented in Figure 7, the preform is tufted 
in square spiral pattern to assure that the tufting thread is continuous and uninterrupted and 
inserted in two directions (warp and weft directions).
Ref. of samples Area density (g/m2) Tufting spacing (mm)
Non-tufted 626.3 -
Tufted 2.0 639.0 20
Tufted 1.0 665.8 10
Tufted 0.5 707.9 5
Table 1. Main properties of the tufted 3D fabric specimens.
Figure 7. Tufted sample with a tufting spacing of 10 mm. (a) Top view; (b) bottom view.




The hemispherical forming is performed on a specific preforming device shown in Figure 8 
[12]. The diameter of the hemispherical punch is 150 mm. The hemispherical preforming 
device was used to analyze the double-curved shape forming with a given textile reinforce-
ment under different conditions (shape of punch, position, and pressure of blank-holder). The 
tufted 3D fabric is placed between the blank-holder and die. Four pneumatic jacks, connecting 
to the blank-holder, are used to set an adjustable pressure on the cloth. In order to measure 
the important forming parameters by optical measurement, such as the material draw-in and 
interlayer sliding, the open-die forming is used.
3.2.1. The multilayered reinforcement forming
In order to manufacture the thick composite parts, it is frequently used in multilayered form-
ing [23, 59, 60]. Figure 9 shows the shape of the E-glass plain weave preforms after the hemi-
spherical preforming. The deformed preforms are symmetric, and there are no wrinkles that 
can be observed in the usefulness zone (the flat zone). The sliding is noted on the interface of 
plies as the plies are simply superimposed. The maximum intersliding can be measured by 
the difference of material draw-in between the top and the bottom plies.
3.2.2. The tufted 3D reinforcement forming
The preforming of four different tufted 3D fabrics is figured out. The forming conditions are 
identical to the multilayered forming presented previously (punch displacement 65 mm and 
blank-holder pressure 0.05 MPa). The deformed preforms are shown in Figure 10. The influ-
ence of tufting spacing can be followed on the different results. The tufting yarn reinforces 
Figure 8. The hemispherical preforming device.
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Figure 9. The multilayered forming. (a) The preform [0°/90°]4; (b) the preform [−45°/+45°]4.
Figure 10. The different tufted 3D preforms after performing. (a) Nontufted; (b) tufted 2.0; (c) tufted 1.0; (d) tufted 0.5.
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through the thickness of the preform and then the interply sliding can be minimized. It can be 
observed that the tuft yarns can be broken by the interply sliding in the weak tufting density 
cases (for example, tufting spacing of 10 and 20 mm). Consequently, it has better to choose a 
rather high tufting density to reinforce the “Z” direction (for example, tufting spacing of 5 mm), 
but a higher tufting density leads to a heavier and more rigid preform, and as a result the 
forming process will be difficult to achieve.
As one of the most common defects, wrinkling can be experienced frequently in textile rein-
forcement forming [23, 26, 29, 61]. The possible relative motion of fibers due to the internal 
composition of textile reinforcement leads to a weak bending stiffness [18, 62]. Wrinkling is 
a global phenomenon, which depends on the strain, force components, and boundary condi-
tions of forming process [61]. However, the wrinkling phenomenon can be modified by the 
use of tufting technology. Wrinkling phenomena are shown in Figure 11 for the forming 
with different preform. Big wrinkles with a nonregular shape can be noted in the forming of 
nontufted preform (Figure 11a). Compared to the deformed nontufted preform, in the form-
ing of tufted 1.0 and tufted 0.5 preforms the wrinkles are regularly distributed and the size of 
wrinkle is much reduced.
The influence of tufting yarn orientations is analyzed. Two plies E-glass plain weave are super-
posed and tufted trough-the-thickness with the different orientation of the tufting yarn (see 
Figure 12). Mass of preform is not changed as the dimensions of ply and the tufting spacing 
are not changed. Comparing the [0°/90°]2 preforms tufted in 0°/90° and in ±45° directions, the 
change of tufting yarn orientations does not alter the global deformation of preform (Figure 12). 
Figure 11. Wrinkling phenomena in the forming of (a) nontufted, (b) tufted 1.0, and (c) tufted 0.5 preforms.
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As there is a strong in-plane shear effect in diagonal direction for 0°/90° ply (zones indicated 
on the figure), each segment of tufting thread between two tufting points is compressed and 
then the tufting yams in these strong shear zones are misaligned. The same phenomenon is 
observed in the forming of [−45°/45°]2 preform tufted in 0°/90° and in ±45°. As the strong shear 
zones are presented in longitudinal and transversal directions in [−45°/45°] ply forming, the 
misalignment is noted in the deformed [−45°/45°]2 preform tufted in 0°/90°(Figure 12c).
The influence of tufting yarns during the tufted 3D textile reinforcements forming has been 
investigated. The tufted preform is more rigid than the multilayered preform due to the pres-
ence of tufting yarns through-the-thickness. Hence, it requires a bigger punch force in the 
tufted 3D reinforcement forming. When a quasiisotropic structure [±45°, 0°/90°]2 is used in 
the multilayered forming, a significant intersliding can be observed. In tufting process, the 
slippage between the plies is reduced following the increasing of tufting density. Finally, the 
preform can be deformed as a single 3D ply when the tufting spacing 0.5 mm is used.
Figure 12. Hemispherical forming of different tufted 3D preforms. (a) [0°/90°]2 preform tufted in 0°/90°; (b) [0°/90°]2 
preform tufted in ±45°; (c) [−45°/+45°]2 preform tufted in 0°/90°; (d) [−45°/+45°]2 preform tufted in ±45°.
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4. The manufacturing process of the composite corner fitting  
and square box parts
As the specific parts in aeronautical and automobile applications, it is very interesting to prod-
uct the composite corner fitting and square box to replace the aluminum parts. As the classical 
manufacturing process, the composite forming is fast and more efficient, in particular to the 
manufacturing of multilayer laminates and interlock fabric-reinforced composites. Forming 
has been developed widely for dry textile reinforcements and prepregs. As presented previ-
ously, the double-curved shape forming can possibly lead to defects; it depends strongly on 
the forming parameters (tool loads, blank-holder forces, temperature). A novel manufactur-
ing technology of composite materials called the surface 3D weaving seems very promising. 
It demonstrates directly the geometry of final composite part without the step of 2D prod-
uct. The weaving in three directions is completely designed and the warp and weft yarns 
stay perfectly perpendicular on all of the surfaces of the final 3D ply. It is possible by using 
this technique to produce the 3D composite fabrics with geometry quite complex. Compared 
to the traditional forming process, the surface 3D weaving is a direct route to avoid certain 
manufacturing defects, such as wrinkling, porosities, slippage of the network, etc. On the 
contrary, the 3D weaving process is long and difficult to implement.
4.1. Textile reinforcements forming
4.1.1. Corner fitting
The experimental forming with the corner fitting punch is performed on a specific preforming 
device presented in Section 3. The punch dimensions are shown in Figure 13. A woven fabric 
with surface dimensions of 300 × 300 mm2 was prepared for the forming tests. The corners 
fitting preforming results corresponding to a 65 mm displacement of punch are shown in 
Figure 14. The warp and weft directions on the deformed plies are figured out. The preforms 
Figure 13. The punch dimensions.
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are obtained without defects as the rupture or the buckle of the yarns. Moreover, no wrinkling 
is observed in these preforming tests.
Figure 15 shows the warp and weft directions of the deformed 0°/90° and −45°/45° plies. The 
angle between warp and weft yarns is not constant due to different local in-plane shearing effects. 
There is only a small zone where warp and weft yarns are (or quasi) perpendicular on each face of 
deformed ply (a small zone with zero in-plane shear angle around the middle line). Furthermore, 
it can be observed a positive in-plane shear angle (the angle between warp and weft yarns <90°) 
in the left zone and a negative in-plane shear angle (the angle between warp and weft yarns >90°) 
in the right zone on both 0°/90° and −45°/45° deformed plies. The in-plane shear angle can reach 
maximum 25° after forming in both left and right zones on the deformed −45°/45° ply. On the 
deformed 0°/90° ply, the maximum in-plane shear angle of 25° and 20° can be observed in the 
left and right zones, respectively. These changes in the angle between warp and weft yarns lead 
to a variation of fiber volume fraction and local permeability of the textile fabric. Subsequently, 
Figure 14. The experimental forming with 0°/90° (a) and −45°/45° and (b) plain weave fabrics.
Figure 15. The yarns’ directions of the deformed 0/90° ply (a) and ±45° ply (b).
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it could result in a nonhomogenous flow during the resin infusion or injection stage. In this case, 
it will have a negative influence on mechanical performance of the final composite part. As an 
essential manufacturing parameter in liquid composite molding (LCM) processes, the perme-
ability of the preform should be well controlled.
Another forming example with a tetrahedral punch performed through the numerical simu-
lation analysis is presented in Figure 16. This forming simulation with a punch, as same 
geometry as the corner fitting part, is performed by using the approach semidiscrete [11, 
23, 61]. Figure 16a shows the geometry of the tools (punch, die, and blank holders). The 
dimensions of a single ply are 425 × 425 × 0.3 mm3. Six independent blank holders are used 
and apply a 0.01 MPa pressure during the forming stage. Figures 16b and c present the 
deformed blanks and the field of in-plane shear angle obtained by the forming simulation 
corresponding to a 95 mm displacement of the punch. The mechanical properties of the 
textile fabric used in forming simulation are given in Table 2. The friction coefficient on 
the interfaces of tool/ply and ply/ply is assumed to be equal to 0.2. In the major zone of 
the three surfaces of corner fitting part, the in-plane shear angle is between 15° and 25°. In 
addition, wrinkles can be observed in the useful zone in Figure 16b and c. Wrinkling is one 
of the most common flaws that experiences in both dry textile fabric [61] and prepreg com-
posites forming [23] due to the possible relative motion of fibers, internal composition of 
textile reinforcement, causing a very weak bending stiffness [18, 61, 63]. Wrinkling depends 
strongly on the geometry of the final composite parts, on the fabric characteristics and on 
manufacturing parameters [23, 61].
Figure 16. Numerical simulations of a corner fitting part forming. (a) Geometry model and mesh structure, (b) forming 
with a 0°/90° ply, and (c) forming with a −45°/+45° ply.
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4.1.2. Square box
Figures 17 and 18 present the square box forming with 0°/90° and −45°/45° plies by using 
blank-holder pressure of 0.05 MPa (a weak pressure). This pressure is applied homogenously 
on the blank-holder. The forming results correspond to a punch displacement of 85 mm. Due 
to the very weak intraply shearing effects, the in-plane shear angles inferior to 5° are mea-
sured on the upper surface and lateral surfaces of deformed 0°/90° ply (Figure 17a). On the 
contrary, the strong shear effects lead to an in-plane shear angle superior to 60°, which are 
observed on the corners of the square box and brings out the large wrinkles (Figure 17b). 
The in-plane shear angles between 25° and 35° are noted at two triangular zones shown in 
Figure 18a. Compared to these angles, the in-plane shear on the upper surface is negligible. 
As same as the forming of 0°/90° ply, the maximum in-plane shear angle can be observed on 
the corners (around 50°) and this strong in-plane shear effects lead to wrinkles (Figure 18b). 
Tension in warp direction is assumed to be  T 11  =  C 
1
   ε 
11
 Tensile stiffness in warp direction: C
1
 = 4600 N/yarn
Tension in weft direction is assumed to be  T 22  =  C 2   ε 22 Tensile stiffness in weft direction: C2 = 4600 N/yarn
In-plane shear moment is assumed to be  M s (γ ) =  k 
1
  γ +  
k 2   γ 
3
 +  k 
3
   γ 5 
In-plane shear stiffness: k
1
 = 0.371; k2 = −0.841; k3 = 1.03
Bending moment is assumed to be  M 1  =  B 
1
   χ 
11
 in warp 
direction
Bending stiffness in warp direction: B
1
 = 0.5 N mm
Bending moment is assumed to be  M 2  =  B 2   χ 22 in weft 
direction
Bending stiffness in weft direction: B2 = 0.5 N mm
Table 2. Mechanical behaviors of the textile composite fabric used in forming simulation.
Figure 17. Forming with 0°/90° ply at 0.05 MPa (a) and zoom on the corner zone (b).
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The wrinkling depends strongly on the fabric characteristics. Therefore, the form and size of 
the wrinkles are different in the forming for 0°/90° and −45°/45° plies (Figures 17b and 18b).
As one of the forming process parameters, the blank-holder force and the blank-holder shape 
and position can influence strongly on the wrinkling phenomena. A square box forming sim-
ulation with eight independent blank-holders is performed and shown in Figure 19. The same 
plain weave fabric presented in Figures 17 and 18 is used in the forming simulation analysis. 
In this study, it is interesting to use the different pressure applied on different zones: a lower 
pressure in the corners or a higher pressure in the corners. As a higher pressure applied in the 
corners can lead to a more important tension and a more risk to create wrinkling and slippage 
of network, in the forming simulation a lower pressure of 0.05 MPa will be applied in the cor-
ners and a higher pressure of 0.2 MPa will be applied in the lateral sides (see Figure 19). The 
punch stroke is always 85 mm and the friction coefficient is 0.3.
The forming simulation results are shown in Figures 20 and 21. Wrinkles can be observed. 
Compared to the previous forming simulations, the distribution of in-plane shear angle is 
Figure 18. Forming with −45°/45° ply at 0.05 MPa (a) and zoom on the corner zone (b).
Figure 19. Geometry model and mesh structure of the square box forming with eight independent blank holders.
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very similar. Furthermore, the wrinkling phenomena are modified in the useful zone. Fewer 
wrinkles are noted in forming of 0°/90° ply but more on the corners of deformed −45°/45° ply. 
The forming simulation analyses emphasize that it is difficult to avoid the wrinkles in square 
box preforming with the considered textile reinforcement. Consequently, another manufac-
turing technology must be used to accomplish a product without wrinkles.
4.2. Surface 3D weaving
Compared to the bag weaving technique (the traditional weaving technique), two points should 
be developed in the surface 3D weaving method: assure the orientations and the continuity of 
fibers in each surface of corner fitting and square box.
4.2.1. 3D Corner fitting ply
The corner fitting 3D ply with the fiber direction of 0°/90° can be manufactured in the follow-
ing main three steps. The first step: the first step concerns the yarns beaming and picking in the 
direction X as the traditional loom (Figure 22a). The second step: this step is still a traditional 
Figure 20. Square box forming simulation with eight independent blank holders for 0°/90° ply, (a) deformed ply and (b) 
zoom on the useful zone.
Figure 21. Square box forming simulation with eight independent blank holders for -45°/+45° ply, (a) deformed ply and 
(b) zoom on the useful zone.
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weaving loom process. The yarns in the direction Y are weaved with the ones in the direction 
X to build face 1 (Figure 22b). The third step: the Z yarns are generated automatically by the 
free yarns in the directions X and Y. Then X and Y yarns are weaved with Z yarns automati-
cally as shown in Figure 22c. The insertion of X and Y yarns is not rectilinear but in the path 
of “L.” In this way, the two faces (faces 2 and 3) can be constructed in the same time.
The desired orientations of fiber are set by controlling the tow tension during the whole structur-
ing (interlacing) process, which is a traditional solution used in the textile industry. The X and Y 
yarns produced in steps 1 and 2 are under tension control. In order to guarantee the same tension 
force on each tow, a spring is employed for each loop of carbon tow during step 3.  All the X direc-
tion springs are connected together by a transverse bar self-controlled on tension, to assure global 
tension applied on the X tows. Each “L” weft (inserted tow during the step 3) is also tensioned 
Figure 22. Different steps to manufacture the 3D corner fitting ply, (a) Phase 1 (1D), (b) Phase 2 (2D) and (c) Phase 3 (3D).
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after its insertion between X and Y tows. Therefore, the tow is maintained in its right place and 
the desired orientations could be assured.
The −45°/45° corner fitting 3D ply can be produced in the similar way presented previously. 
The X and Y yarns are posed initially −45°/45°. Then the “L” yarns are weaved with XY yarns 
following −45° and 45° directions (Figure 23). The final 3D corner fitting plies with the fiber 
direction of 0°/90° and −45°/45° are shown in Figure 24. There are no wrinkles observed in 
these final 3D surface structures. The yarns in warp and weft directions stay perfectly perpen-
dicular on the three faces and the continuity between faces is free from defects.
Figure 23. Directions of fibres in the 0°/90° and −45°/45° 3D corner fitting plies.
Figure 24. The 3D corner fitting plies obtained by surface 3D weaving process, (a) [0°/90°] and (b) [−45°/45°] plies.
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4.2.2. 3D square box ply
Figures 25 and 26 present the surface 3D weaving process for manufacturing automatically 
the 3D square box ply with the fiber orientation of 0°/90°. In the manufacturing of the 3D 
corner-fitting ply, the first step concerns the yarns drawing and picking in the direction X 
(Figure 25a). The second step is called 2D weaving, through this step the Y yarns are per-
formed. In this case, the X and Y yarns build automatically the face 1 (upper surface of the 
square box) (see Figure 25b). Thanks to a transversal forming frame in Z-direction, the free X 
and Y yarns can be considered as Z yarns (Figure 26a). To produce faces 2–5, the last X or Y 
yarn is used to weave with the Z yarns (see Figure 26b). The last two X or Y yarns are chosen 
on opposite faces and turn round to weave more rapidly with the Z yarns. The insertion of 
XY yarns is nonrectilinear but in a “rectangle” path (Figure 26b and c). In this way, the lateral 
faces (faces 2–5) can be constructed together. The warp and weft yarns on the lateral faces are 
not strictly perpendicular due to the yarn’s width (Figure 26c). This deviation will be reduced 
by the increase of the dimensions of the box.
As for 3D corner fitting ply, the fibers’ orientations must be well controlled. The manufac-
tured 3D textile square box is shown in Figure 27. Some local defects due to manipulation of 
the ply are observed in the figure, these local defects can be absolutely avoided. No wrinkles 
on the faces and at the edges can be noted. The warp and weft yarns are perfectly under con-
trol and the continuity between faces is properly implemented.
The 0°/90° and −45°/45° 3D plies are produced and then laminated together. In this case, it 
should adapt the dimensions of final composite by changing warp and weft densities or by add-
ing/removing one tow. The laminated corner fitting or square box plies can be manufactured 
by the RTM process to obtain a composite piece (Figure 28). Surface 3D weaving technique 
Figure 25. The first two steps to produce the 3D square box ply, (a) picking and drawing and (b) 2D weaving.
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Figure 26. The 3D structuring step in surface 3D weaving process, (a) Z yarns, (b) face 2- face 5 and (c) weaving in a 
“rectangle” path.
Figure 27. 3D square box ply obtained by surface 3D weaving.
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is defined in another way to design and produce the textile reinforcement for composite pre-
forms when the shape is strongly double curved. Through this technique, it is possible to make 
a lighter composite part, nevertheless the conception and implementation are time-consuming. 
The main advantage of this new technique is the control throughout the process of the orienta-
tion of the carbon tow. The preform is free from any local or global misalignment. Moreover, 
the manufacture of the preform is made in a single operation (divided into three simple steps) 
very similar to traditional weaving. This is a direct process to obtain the 3D preform. Moreover, 
this new technique limits the tows’ damage as they are less stressed than by the weaving tech-
nique and performing process.
5. Conclusions
The different promising textile reinforcements based on the advanced textile technologies 
for composite manufacturing have been presented in this chapter. The reinforcements (struc-
ture, manufacturing process, etc.) influence strongly on the properties of final composite 
materials. The innovation of the textile reinforcement structure is always a challenge in the 
composite research field. The 2D fabrics are employed frequently in the manufacturing of 
composite materials by forming/thermoforming processes. The double-curved shape forming 
can possibly lead to defects; it depends strongly on the forming parameters (tool loads, blank-
holder forces, temperature, etc.). It is fast and more efficient, in particular for the manufac-
turing of multilayer laminates and interlock fabrics. The thick fabric can be used to produce 
thicker, lighter, and stronger composite parts. The through-the-thickness reinforcement of 
3D structures is a promising attempt to overcome several problems. As one type of 3D textile 
reinforcements, the tufted 3D fabric is very interesting for the manufacturing of advanced 
composite part. Delamination can be reduced due to the existence of transverse reinforcement 
(reinforced yarns through-the-thickness), and the impact resistance and the damage tolerance 
are relatively strengthened. Compared to the stitch and interlock techniques, the tufting is 
Figure 28. Final corner fitting composite part.
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user-friendly, more rapid, and low-cost process. The tufting yarns can minimize the interply 
sliding and the defects (e.g., wrinkles and misalignment) during the forming.
Compared to the textile reinforcement forming, the yarn directions can be well controlled for 
the surface 3D ply obtained by 3D surface weaving. The 3D surface weaving is a direct way to 
obtain 3D reinforcement. The wrinkling can be avoided completely and the local permeability 
of the 3D ply is homogenous, which is a big advantage for the resin injection/infusion stage 
during the liquid composite molding processes. It should be pointed out here that textile 
reinforcement forming is more developed. It is employed widely for both dry textile rein-
forcements and prepregs materials. To avoid the forming defects, it is important to predict the 
feasible conditions of composites forming, for example, by numerical simulation.
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